P Unique High Powered Heating System (120 watts)
By giving the heating element 120 watts of power, this solder cleaner has the power to keep the'tip at or
near the set temperature during the heaviest SMT continuous cleaning. The higher power and better
recovery result in two significant benefits. First, there is much less clogging than with standard desoldering
units: Second, there is no need to increase the tip temperature which therefore results in longer tip life.

» Unique Dual Hot Air/

By adding a hot air blowing feature during the cleaning, the SC-200 and SC-300 are able to preheat the
area to be soldered before the hot tip moves to the solder joints or pads. The hot air also keeps the hot tip
from cooling during while desoldering since it is not vacuuming cool air. This further prevents the clogging
typically found in other desoldering tools.

>

Both the SC-200 (internal pump) and the SC-300 (shop air/venturi) systems are equipped to handle N2.
Using N2 provides a semi-inert environment that will cause less oxidation to the desoldered surface. It
also helps prevent oxidation to the tip thus increasing overall performance and life.
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B Hot Air, Hot Tip & 120 Watts

The unique combination of Hot Air,
Hot Tip and 120 Watts of power
gives the SC-200 and SC-300 the
ability to not only desolder thru-hole
but also to continuously desolder
SMT pads with minimal clogging. In

B Available Tips
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. . addition, these units can also
SW|E | cosoerbasieo sadas i ease T rpvame [ eniom | ssim | Lom
= = 9 . . Standard Tip 1.0* 1.0 3.0 4.0
o (@) versatile desoldering tools available.
T T Standard Tip 1.5 1.5 3.0 4.0
e Slim Tip 1.0 1.0 1.8 7.5
*Comes standard with either the SC-200 or SC-300
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SPECIFICATIONS
STATION GUN
SC—200 SC—300 Heater 24 Volt Ceramic, 120 Watt, Zero-cross Switched
Power AC100. 120. or 230V Insulation Resistance Over 100 MQ at 400°C
Vacuum Power 66.5KPa
Cor?s%vrfgtion Maximum 130 Including Gun
Max. Temperature 450C
Air Supply Internal Dual Diaphragm | Needs Compressed Dimensions (mm.) 120HX 195W X 28D
T P i 3-0. .
ype Fump Air Supply at 0.3 - 04 MPa Weight 120g Grams less cord
When A?)r;rgxli:)ngtr:e(la;/e(: :ul\kA)Sa 6mm Diameter Tube Cord Length 1Meter
i : .3~0.4M 15~24 i
Using N2 2 02 5 Limin. 0.3~0.4Mpa 15~24 L/min
Hot Air or N2 2.0~2.5 L/min 1.8~3 L/min
Dimensions 130HX130W X 235D
Weight 5 Kilograms
Cord Length 2 Meters
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